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MATERIALS

SEE NOTES

SPECIAL PRECAUTIONS
TO PROTECT PIPE TO
THIS LEVEL

SPRING LINE

2ND BEDDING LIFT
(HAUNCHTNG)

INITIAL BEDDING LIFT

FOUNDATION GRAVEL
AS REQUIRED
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NOTES:

1. TRENCH SHALL BE BACKFILLED AND COMPACTED IN ACCORDANCE WITH WSDOT 7-08.3(5).

BEDDING l\/ATERIAL SHALL BE PEA GRAVEL OR APPROVED EQUAL. PIPE ZONE BACKFILL
SHALL BE PEA GRAVEL (OR APPROVED EQUAL) TO THE SPRING LINE FOR RIGID PIPE AND TO

A DEPTH OF 6'' ABOVE THE CROWN FOR FLEXIBLE PIPE AS SHOWN ABOVE.

FOR EX|ST|NG ROADS, BACKFTLL MATERTAL ABOVE THE PrPE ZONE SHALL BE 1{" CnUSHEO
ROCK. FOR NEW ROAD CONSTRUCTION, BACKFILL MATERIAL ABOVE THE PIPE ZONE SHALL BE

GRAVEL BORROW OR SELECT BORROW tN ACCORDANCE W|TH WSDOT 9-03.14 OR IJ" CnUSHTO
ROCK OR AS APPROVED IN WRITING BY THE CITY ENGINEER.
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Added Note 3. 8/3/11

Dws No: SDl
TYPICAL STORM DRAIN
PIPE TRENCH SECTIONRM DRAIN STANDARD DETAIT


